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EMA

 DESCRIPTION :

 APPLICATIONS :

 DIMENSIONS :

ELBOW MANDREL 
ASSEMBLY

This new generation of elbow mandrel assembly allows the positioning of a US-
type machine on all types of elbows. 

Its concentric adjustment is due to the rules located around the system, this 
leads to a high quality weld-end preparation on all types of elbows and materials 
including stainless steel and high nickel alloys.

For US machines



43CERTIFICATION
N° 667 E

O
D

 M
O

U
N

T
 M

A
C

H
IN

IN
G

Subject to modification without prior notice
Pictures are not contractual

 TECHNICAL FEATURES

 TECHNICAL FEATURES :

 TECHNICAL FEATURES TECHNICAL FEATURES

 TECHNICAL FEATURES

US150-EMA

US80-EMAUS40-EMA

US30CH-EMAUS25-EMA

 DIMENSIONS :

 DIMENSIONS :

 DIMENSIONS :

 DIMENSIONS :

 DIMENSIONS :

ORDER NO. DESCRIPTION

US150-ASB-EMA1 Clamping spider for elbows. Allows an easy set up 
in tube, pipe or flange Capacity : 170 to 356 mm ID 
(6.700“ to 14.400“ ID)

US150-ASB-EMA2 Clamping spider for elbows. Allows an easy set up 
in tube, pipe or flange Capacity : 400 to 620 mm ID 
(15.700“ to 24.400“ ID)

ORDER NO. DESCRIPTION

US80-ASB-EMA1 Spider type elbow mandrel kit for easy installation 
into the flange or tube. Capacity: 100 to 180 mm ID 
(3.9“– 7” ID)

US80-ASB-EMA2 Clamping spider for elbows. Allows an easy set up 
in tube, pipe or flange Capacity

ORDER NO. DESCRIPTION

US40-ASB-EMA Spider type elbow mandrel kit for an easy installati-
on into the flange or tube

US40-EMA Elbow mandrel assembly for diameters from 145 
mm ID up to 219 mm OD (5,709” – 8,622“)

ORDER NO. DESCRIPTION

US30CH-
EMA-55-79.6

Elbow mandrel assembly for US30CH (50-168 mm)

US30CH-
EMA-78.43-121.54

Elbow mandrel assembly for US30CH (78,43-
121,54 mm)

US30CH-EMA-… For Ø > 121,54 mm : on request 

ORDER NO. DESCRIPTION

US25-EMA-40-64 US25-EMA-40-64 elbow mandrel assembly for 
US25 (40-64 mm)

US25-EMA-64-90 US25-EMA-64-90 elbow mandrel assembly for 
US25 (64-90 mm)

US25-EMA-90-119 US25-EMA-90-119 elbow mandrel assembly for 
US25 (90-119 mm)

ID Clamping Ø . OD CLAMPING Ø .
90 mm -  3.543” 180 mm - 7.086”

170.9 mm - 6.728” 356 mm - 14.015”

ID Clamping Ø . OD CLAMPING Ø .
90 mm -  3.543” 180 mm - 7.086”

170.9 mm - 6.728” 356 mm - 14.015”

ID Clamping Ø . OD CLAMPING Ø .
80.5 mm -  3.169” 183 mm - 7.204”
145 mm - 5.708” 219 mm - 8.607”

ID Clamping Ø . OD CLAMPING Ø .
65 mm -  2.559” 160 mm - 6.299”

ID Clamping Ø . OD CLAMPING Ø .
38 mm -  1.496” 68.5 mm - 2.696”
62 mm -  2.44” 92 mm - 3.622”

88 mm -  3,464” 118 mm - 4.645”

ØA ØB C
155 mm -  6.10” 255 mm -  10.039” 140 mm -  5.51”

180 mm -  7.09” 320 mm -  12.598” 208 mm -  
8.818”

ØA ØB C
- 80 mm -  3.149” 50 mm -  1.968”

85.4 mm -  3.36” 166 mm -  6.535” 140 mm -  5.511”

ØA ØB C
- 80 mm -  3.149” 40 mm -  1.574”

60 mm -  2.362” 139 mm -  5.472” 100 mm -  3.94”

ØA ØB C
60 mm -  2.362” 100 mm -  3.94”

ØA ØB C
- 38 mm -  1.496” 40 mm -  1.574”
- 61 mm -  2.402” 40 mm -  1.574”
- 87.5 mm -  3.445” 40 mm -  1.574”


