
38 CERTIFICATION
N° 667 E

O
D

 M
O

U
N

T
 M

A
C

H
IN

IN
G

Subject to modification without prior notice
Pictures are not contractual

SINGLE POINT 
MACHINING

	APPLICATIONS :

	DESCRIPTION :

	MACHINING CAPACITY :

Flange Facing attachments

Optional flange facing attachment from the US25 to the US450 model.

This flange attachment allows to resurface all the different flanges welded on 
pipes, of all materials, directly on site or in the workshop.

This system is reliable, accurate, rigid, lightweighted and very easy to use and 
operate.

The clamping is made directly inside the flange ID via the clamping shaft of 
the US machines and their additional expansion blades or with a spider elbow 
mandrel kit.

It is recommended to use the spider elbow mandrel kit to get an optimal 
adjustment of the machine with the flange (squareness and concentricity). For 
materials: mild steel, stainless steel, alloy steels, aluminium, duplex, super 
duplex, inconel, P91.

For US machines
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	TECHNICAL FEATURES

	TECHNICAL FEATURES

	TECHNICAL FEATURES

	TECHNICAL FEATURES :

	TECHNICAL FEATURES

	TECHNICAL FEATURES

US450-ASB

US150-ASB

US80-ASB

US40-ASB

US30CH-ACC

US25-ACC
≈ 5 kg

≈ 11 lbs

≈ 65 kg
≈ 143.3 lbs

≈ 45 kg
≈ 99.2 lbs

≈ 30 kg
≈ 66.1 lbs

≈ 13 kg
≈ 28.7 lbs

≈ 9 kg
≈ 19.8 lbs

ORDER NO. DESCRIPTION

US450-ASB Flange facing attachment, for the remachining and 
resurfacing of worn or damaged flanges with diameters 
ranging from 165 mm ID up to 900 mm OD (6.5“ ID – 35.4“ 
AD)

ORDER NO. DESCRIPTION

US150-ASB Flange facing attachment, for the remachining and 
resurfacing of worn or damaged flanges with diameters 
ranging from 165 mm ID up to 920 mm OD (6.5“ ID – 
36.220“ AD)

ORDER NO. DESCRIPTION

US80-ASB Flange facing attachment, capable of resurfacing worn or 
damaged “weld neck” type flanges with diameter 100 mm 
ID up to 610 mm OD (3.9“ ID – 24“ OD)

ORDER NO. DESCRIPTION

US40-ASB Flange facing attachment, for flange diameters ranging from 
70 mm ID up to 400 mm OD (2,756” – 15,748“)

ORDER NO. DESCRIPTION

US30CH-ACC US30 with flange facing attachment for flange diameters up 
to 355mm (13.9“), weight ~ 9 kg/19.8 lbs

US30CH-ACC-BR Flange resurfacing module (50-355 mm)

ORDER NO. DESCRIPTION
US25-ACC US25 with flange facing attachment for flange diameters up 

to 280mm (11“), weight ~ 15,0 kg/ 33,1 lbs
US25-ACC-BR US25-ACC-BR flange resurfacing module for US25 (25-280 

mm)

Machine US450-ASB

Clamping capacity Ø 420 – Ø1828,8 mm
16,535” - 72”

Machining capacity ØA 450 mm
17,717”

Machining capacity ØB 1828,8 mm
72”

Machine US150-ASB

Clamping capacity Ø150 - Ø1524.0 mm
5,906” -  60”

Machining capacity ØA 167 mm
6,575”

Machining capacity ØB 1524 mm
60”

Machine US80-ASB

Clamping capacity Ø80 - Ø355 mm
3,150” – 13,976”

Machining capacity ØA 95 mm
3,740”

Machining capacity ØB 627 mm
24,685”

Machine US40-ASB

Clamping capacity Ø42 -  Ø222 mm
1,654” – 8,740”

Machining capacity ØA 59 mm
2,323”

Machining capacity ØB 414 mm
16,299”

Machine US30CH-ACC

Clamping capacity Ø32 – Ø114,3 mm
1,260”  – 4,500”

Machining capacity ØA 45 mm
1,772"

Machining capacity ØB 323 mm
12,717"

Machine US25-ACC

Clamping capacity Ø25 – Ø107 mm
0,984” – 4,213”

Machining capacity ØA 40 mm
1,575”

Machining capacity ØB 276 mm
10,866”


